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ABET LAMINATI Magnetico laminate is a high gloss, marker 
board laminate with magnetic attributes and a surface that 
ensures easy erasure of dry eraser markers as well as 
holding indicator magnets.  It may also be used as a 
projection screen.

ABET LAMINATI HPL (High Pressure Laminates) are 
manufactured by pressing melamine resin impregnated 
white solid colour surface sheet over a phenolic resin 
impregnated kraft paper core pressures over 1000psi and 
termperatures of approximately 150°C. The backs are 
sanded to facilitate bonding to substrate.

ABET LAMINATI Magnetico laminates are not 
recommended for exterior applications or for bonding to 
gypsum wallboard, plaster, concrete or plywood.  This 
product is not a structural material and is to be used bonded 
to a suitable substrate.  Do not use in areas with extreme 
humidity conditions or temperatures higher than 135°C for 
extended periods of time.  This product is not be exposed to 
continuous, direct sunlight.  This product is only available in 
the colour and finish listed below;

Colour:  0406 White
Finish:  Lucida
Size:  3050 x 1300mm x 1.2mm

ABET Laminates should be bonded to suitable substrates 
such as particleboard and medium density fibreboard (MDF) 
with suitable contact, semi-regid (PVAc) or rigid (urea or 
resorcinol) adhesives.  The choice of adhesives is based 
upon the service for which the assembly is intended and the 
bonding facilities available.  In all cases, the adhesives 
manufacturer’s instructions for use should be followed 
closely.  Pressures in excess of 45psi shoudl not be used 
since this could cause a starved glue line or telegraphing of 
the core.

ABET LAMINATI Magnetico Laminate is a HIgh Pressure 
Laminate and as such, should be inspected and assessed in 
accordance with the relevant standards for HPL. All 
laminates are to be inspected prior to lamination to ensure 
they are sound, clean and free of surface defects.  
Protective film should be removed prior to inspection.  

To avoid stress cracking, do not use square-cut inside 
corners.  All cutouts should be routed or filed to ensure 
smooth edges.  A redius of 3.175mm or larger in the corners 
is recommended to minimise stress cracking.  Drill oversize 
holes (at least 0.5mm or larger in diameter) for screws and 
bolts.

How do you clean and care for ABET LAMINATI Magnetico 
HPL?  HPL is a very practical and hard wearing surface but 
like all materials it can be damaged if used without 
adequate care.

EVERYDAY CLEANING
Follow these simple rules to enjoy your HPL surface for 
many years.
1. Due to the variance of whiteboard erasers, always use 
 a microfiber cloth to clean ABET LAMINATI Magnetico 
 Laminate.  The use of hands/fingers as erasers will 
 leave a residue of oil and grease which will affect the 
 surface.
2. Periodically (subject to intensity of use), wipe with a 
 soft damp clean cloth and dry off with a soft dry clean 
 cloth
3. Wash down the surface with warm soapy water and 
 rinse with a soft damp clean cloth and dry off with a 
 soft dry clean cloth.

A HOUSEKEEPING TIP
For stubborn soiling try using acetone or a solution of 
cloudy ammonia and quality detergent will work wonders!  
Using a clean measuring jug, prepare a solution of 25% 
cloudy ammonia (for best results use a quality brand) 25% 
quality dishwashing liquid (such as Morning Fresh) and 
50% clean warm water.  Apply the above, using a regular 
circular motion, to small sections at a time, using a soft 
cloth.  Allow very stubborn marks to soak for a while before 
cleaning.  If needed, complete by spraying a small amount 
of glass cleaner such as Windex.

It is imperative that only the correct whiteboard marker 
pens are used on the surface, use of permanent markers 
will damage the surface.

When cleaning your Magnetico Laminate, it is important 
that you do not use any kind of waxes or furniture polish.  
They are unneccessary and seriously impair the 
whiteboard functionality of the product.

Do not use abrasive pads or scouring powders and 
cleaners as they may permanently dull or scratch the 
laminate surface making it susceptible to staining.  Harsh 
chemicals such as oven cleaner, acids and alkali 
chemicals must be removed immediately as tehy will etch 
and discolour the surface.


